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TDS-F8 Series

‘Feature

¢ PWM control
¢ Built-in MODBUS RS-485
4 Built-in PID Function
¢ 3 skip-Frequency setting
¢ 2 ACC/DEC Time S curve setting
¢ Simple PLC function remote control

4 Pump control automatic energy saving
¢ Pressure setting & constant pressure control.

Input Voltage class

Model

Max Applicable Motor HP
kw

(CT)

Output

Power
Source Power

Rated Output Capacity (kVA)
Rated Output Current CA)*

Max. Qutput Voltage (V)

Max. Qutput Frequency(Hz)
Rated Voltage Frequency
Allowable Voltage Fluctuation
Allowable Frequency Fluctuation

Medchanical Construction
Cooling
Weight(kg)

3.2

Capacity(KW) 0,_4 0.75 _1 5
Easy for Operation

Cost Efficency
Powerful

220V Single phase / 3-Phase

TDS-F8-L
oP7 1R5
1 2
0.75 1.5
2 2.7
4.8 6.4

'3-Phase 200V~230VAC(Proportional to input voltage)

Through parameter setting (Max. 400Hz)
Single Phase 200V~230V, 50/60Hz
-15%~+10%
+5%

Enclosed, Wall-Mounted Type(NEMA-1) IP20

Self
1.2

Forced
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Applicable Motor] Mounting(mm)  External(mm)
Voltage | Qutput (HP/KW) Peripherals:
W [ H D |W1|H1|D Extension cable wire
0.5HP/0.4KW LED operator
fg%\g 1HP/0.75KW| 85 |138 [130 | 98 [151 |130 E“fi“r':'l‘““"* filter
2HP/1.5KW Ferrite ring




l Description Inverter Model Number =

TNS-F8

TDS-F8-LOP7 E3
] v

9
TDS-F8 Inverter Output  blank: single phase
TekDrive Inverter series Capacity (KW) 3:3 phase
0P4: 0.4 KW
0P7:0.75 KW
1P5: 1.5 KW

B Wide Applications:

HomeUse Running Machine - Car Washing Machine - Constant Pressure Pumps -
Fans - Packing Machines - Conveyors - Mixer Machines - Knitting Machine ....
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Inverter Standard Connection Diagram ( © indicates the main circuit terminals and the sign, Olndicates control circuit terminals)
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